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This literature has been compiled for worldwide circulation. While general information, pictures, and descriptions are provided,  
some illustrations and text may include finance, credit, insurance, product options, and accessories NOT AVAILABLE in all regions. 
PLEASE CONTACT YOUR LOCAL DEALER FOR DETAILS. John Deere reserves the right to change specifications, design, and price  
of products described in this literature without notice.

Specifications
•  Tapered design of the round bale spear reduces drag resistance for easier  

insertion or removal. Multiple-point support provides extra bale stability.

•  Low-profile design provides unrestricted visibility to the spear and tine tips.

•  Round bale main spear and square bale tines are retained with bolts, making them  
easier to replace. 

•  Quick-Tatch™ mounting provides quick and easy hookup and removal.

•  Like all Worksite Pro™ attachments, bale spears are optimized to work with John Deere  
D/E-Series Skid Steers and Compact Track Loaders as well as with J/K-Series Compact Wheel 
Loaders, and are compatible with many competitive models. (Note: Some compact wheel 
loaders may require skid steer interface coupler. See your local John Deere skid steer dealer 
for details.)

ROUND BALE SPEAR SQUARE BALE SPEAR
Weight 87.82 kg (193 lb.) 171 kg (375 lb.)
Height 485 mm (19 in.) 561 mm (22 in.)
Width 1132 mm (44.5 in.) 1652 mm (65 in.)
Length
    Overall 1226 mm (48.25 in.) 1118 mm (44 in.)
    Main Spear 1015 mm (40 in.) —
    Lower Tines 383 mm (15 in.) —
    Center Spear — 889 mm (35 in.)
    Outside Spears — 635 mm (25 in.)
Capacity (without weight kit)
    313 572 kg (1,260 lb.) 572 kg (1,260 lb.)
    315 681 kg (1,500 lb.) 681 kg (1,500 lb.)
    318E 885 kg (1,950 lb.) 885 kg (1,950 lb.)
    320E 994 kg (2,190 lb.) 994 kg (2,190 lb.)
    326E 1221 kg (2,690 lb.) 1221 kg (2,690 lb.)
    328E 1271 kg (2,800 lb.) 1271 kg (2,800 lb.)
    332E 1453 kg (3,200 lb.) 1453 kg (3,200 lb.)
    319E 976 kg (2,150 lb.) 976 kg (2,150 lb.)
    323E 1176 kg (2,590 lb.) 1176 kg (2,590 lb.)
    329E 1317 kg (2,900 lb.) 1317 kg (2,900 lb.)
    333E 1498 kg (3,300 lb.) 1498 kg (3,300 lb.)
Capacity (with weight kit)
    313 636 kg (1,400 lb.) 636 kg (1,400 lb.)
    315 749 kg (1,650 lb.) 749 kg (1,650 lb.)
    318E 953 kg (2,100 lb.) 953 kg (2,100 lb.)
    320E 1067 kg (2,350 lb.) 1067 kg (2,350 lb.)
    326E 1239 kg (2,730 lb.) 1239 kg (2,730 lb.)
    328E 1339 kg (2,950 lb.) 1339 kg (2,950 lb.)
    332E 1521 kg (3,350 lb.) 1521 kg (3,350 lb.)
    319E 1025 kg (2,260 lb.) 1025 kg (2,260 lb.)
    323E 1225 kg (2,700 lb.) 1225 kg (2,700 lb.)
    329E 1361 kg (3,000 lb.) 1361 kg (3,000 lb.)
    333E 1542 kg (3,400 lb.) 1542 kg (3,400 lb.)


